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CARACTERISTIQUES TECHNIQUES

Usage en milieu industriel

Oui
Usage en milieu sec Oui
Résistance a la température maximum (en 260
°C)
Contenance 520 ml
Spécificité

Lubrifiant et démoulant actif, non corrosif, de
nature chimique similaire au Téflon.

Type de lubrifiant

Agent de glissement

Utilisation

Pour tous supports.

CARACTERISTIQUES PRODUIT

Code article Trenois Decamps CGlo14

Référence fabricant 6075Al
6075Al

Marque Crown

Conditionnement

Piece - 0,52 | carton - 6,24 litres

Code douanier

Non renseigné

Prix catalogue

45,52€ HT

www.trenois.com

Lubrifiant sec et démoulant | CGI014

» Voir la fiche technique

» Voir la fiche de sécurité


https://www.trenois.com/c/consommables-de-chantier-16881
www.trenois.com/c/huile-graisse-degrippant-16943/
https://www.trenois.com/c/huile-graisse-degrippant-16943/lubrifiant-16948
https://www.trenois.com/p/lubrifiant-sec-et-demoulant-11255#CGI014
https://www.trenois.com/nos-marques/CROWN
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/cgi014_fiche-technique/original/cgi014_fiche-technique.pdf?p=static_intranet
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/cgi014_fiche-de-securite/original/cgi014_fiche-de-securite.pdf?p=static_intranet
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