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] manorec )
Colle frein filet Inno-Lock Medium | INN052

L E Résiste aux chocs et aux vibrations pour des épaisseurs de filet

jusqu'a 6 mm.

CARACTERISTIQUES TECHNIQUES > Voir la fiche technique

» Voir la fiche de sécurité

Contenance 40 ml
Durée de conservation (en mois) 24
Temps ouvert a 20°C (en min) 10
Température d'application maximum (en °C) 25
Température d'application minimum (en °C) 5
Résistance a la température maximum (en 155

°C)

Résistance a la température minimum (en °C) -60

Coloris Bleu

Garantie 2 ans sous conditions
Type de colle Frein filet

Temps de prise (en min) 20

Temps de séchage (en h) 12

Utilisation Permet un blocage moyen pour raccord
filetés.
Matiére Méthacrylate

CARACTERISTIQUES PRODUIT

Code article Trenois Decamps INNO52
Référence fabricant 01.0604

01.0604
Marque Innotec

Conditionnement

Piéce | carton -

12 pieces

Code douanier

Non renseigné



https://www.trenois.com/c/consommables-de-chantier-16881
www.trenois.com/c/adhesif-et-colle-16911/
https://www.trenois.com/c/adhesif-et-colle-16911/colle-16912
https://www.trenois.com/p/colle-frein-filet-inno-lock-medium-11891#INN052
https://www.trenois.com/nos-marques/INNOTEC
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/inn052_fiche-technique/original/inn052_fiche-technique.pdf?p=static_intranet
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/inn052_fiche-de-securite-2015/original/inn052_fiche-de-securite-2015.pdf?p=static_intranet
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Prix catalogue 91,25€ HT
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