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Protection anti-corrosion facilitant le démontage ultérieur.
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CARACTERISTIQUES TECHNIQUES

Coloris Jaune
Contenance 100 ml
Durée de conservation (en mois) 9

Température d'application maximum (en °C) 25

Température d'application minimum (en °C) 5

Résistance a la température maximum (en 155

°C)
Résistance a la température minimum (en °C) -60

Type de colle Etanchéité filetée

Temps de prise (en min) 30

Temps de séchage (en h) 6

Utilisation Permet les assemblages filetés entre métaux,

plastiques et céramique a condition qu'un des
produits soit un métal.

Matiere Méthacrylate
Code article Trenois Decamps INNO55
Référence fabricant 01.0608
01.0608
Marque Innotec
Conditionnement Piece | carton - 12 piéces
Code douanier Non renseigné

Prix catalogue 152,15€ HT

» Voir la fiche technique

» Voir la fiche de sécurité



https://www.trenois.com/c/consommables-de-chantier-16881
www.trenois.com/c/adhesif-et-colle-16911/
https://www.trenois.com/c/adhesif-et-colle-16911/colle-16912
https://www.trenois.com/p/joint-filet-thread-seal-11912#INN055
https://www.trenois.com/nos-marques/INNOTEC
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/inn055_fiche-technique/original/inn055_fiche-technique.pdf?p=static_intranet
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/inn055_fiche-de-securite-2015/original/inn055_fiche-de-securite-2015.pdf?p=static_intranet
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