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Bande d'étanchéité Black bull tape | INNO70

CARACTERISTIQUES TECHNIQUES > Voir la fiche technique

Matiére Silicone » Voir la fiche de sécurité
Coloris Noir

Largeur (en mm) 25

Résistance a I'eau Oui

Résistance aux UV Oui

Epaisseur (en mm) 0,50

Pour Batiment Basse Consommation (BBC)  Oui

Résistance a la chaleur Oui

Résistance au froid Oui

Résistance a la température maximum (en 220

°C)
Résistance a la température minimum (en °C) -45

Garantie 2 ans sous conditions

Longueur (en m) 3,000

Application Pour tout type de surface tel que les cablages

électrique et conduite de plastique ou métal.

CARACTERISTIQUES PRODUIT

Code article Trenois Decamps INNO70
Référence fabricant 05.0345
05.0345
Marque Innotec
Conditionnement Piéce | carton - 12 pieces

Code douanier Non renseigné



https://www.trenois.com/c/consommables-de-chantier-16881
www.trenois.com/c/adhesif-et-colle-16911/
https://www.trenois.com/c/adhesif-et-colle-16911/adhesif-16917
https://www.trenois.com/p/bande-detancheite-black-bull-tape-7559#INN070
https://www.trenois.com/nos-marques/INNOTEC
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/inn070_fiche-technique/original/inn070_fiche-technique.pdf?p=static_intranet
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/inn070_fiche-de-securite/original/inn070_fiche-de-securite.pdf?p=static_intranet
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