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Lubrifant pâte anti-grippage Anti Seize Compound |
ITW067
 

 

CARACTERISTIQUES TECHNIQUES
 

 Contenance
 

 500 g
 

 Spécificité
 

 Facilite le montage et le démontage des
pièces soumises à la température et aux
chocs.

 

 Usage en milieu sec
 

 Oui
 

 Usage en milieu humide
 

 Oui
 

 Résistance à la température maximum (en
°C)

 

 1100

 

 Résistance à la température minimum (en °C)
 

 -10
 

 Usage en milieu industriel
 

 Oui
 

 Utilisation
 

 Pâte de montage cuivrée, pour automobile,
transport, TP, industrie.

 

CARACTERISTIQUES PRODUIT
 

 Code article Trenois Decamps
 

 ITW067
 

 Référence fabricant
 

 14033
14033

 

 Marque
 

 Rocol  
 

 Conditionnement
 

 Pièce
 

 Code douanier
 

 Non renseigné
 

 Prix catalogue
 

 96,53€ HT

 Voir la fiche technique

 Voir la fiche de sécurité

Powered by TCPDF (www.tcpdf.org)

https://www.trenois.com/c/consommables-de-chantier-16881
www.trenois.com/c/huile-graisse-degrippant-16943/
https://www.trenois.com/c/huile-graisse-degrippant-16943/lubrifiant-16948
https://www.trenois.com/p/lubrifant-pate-anti-grippage-anti-seize-compound-17925#ITW067
https://www.trenois.com/catalogue/marque/codeMarque/ROCOL
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/itw067_fiche-technique/original/itw067_fiche-technique.pdf?p=static_intranet
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/itw067_fiche-de-securite/original/itw067_fiche-de-securite.pdf?p=static_intranet
http://www.tcpdf.org

