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Sableuse de précision | LME190
 

 

CARACTERISTIQUES TECHNIQUES
 

 Livré(e) avec
 

 Godet de remplissage, tamis, équipement de
protection, sac de sable 12,5 kg : silicate
d’aluminium (0,08 - 0,25 mm), buse en
carbure de tungstène Ø 2,5 mm, tuyau produit
antistatique long. 5 m, tuyau air long. 5 m, filtre
régulateur.

 

 Type de sableuse
 

 Précision
 

 Longueur du tuyau (en m)
 

 5
 

 Diamètre intérieur du tuyau (en mm)
 

 10
 

 Diamètre de la buse (en mm)
 

 2,5
 

 Consommation d'air (en m³/h)
 

 24,5
 

 Pression de travail (en bars)
 

 6
 

 Capacité du réservoir (en L)
 

 10
 

 Spécificité
 

 Pistolet avec poignée revolver.
 

 Longueur (en mm)
 

 330
 

 Poids (en kg)
 

 13,500
 

 Hauteur (en mm)
 

 610
 

 Largeur (en mm)
 

 350
 

 Consommation d'air (en L/min)
 

 410
 

 Éligible au leasing
 

 Oui
 

CARACTERISTIQUES PRODUIT
 

 Code article Trenois Decamps
 

 LME190
 

 Référence fabricant
 

 331704
331704

 

 Marque
 

 Lacmé  
 

 Conditionnement
 

 Pièce
 

 Code douanier
 

 Non renseigné
 

 Prix catalogue
 

 4 489,88€ HT

 Voir la fiche technique

https://www.trenois.com/c/outillage-electroportatif-17187
www.trenois.com/c/electroportatif-48606/
https://www.trenois.com/c/electroportatif-48606/machines-atelier-stationnaire-17247
https://www.trenois.com/c/electroportatif-48606/sableuse-17254
https://www.trenois.com/p/sableuse-de-precision-13289#LME190
https://www.trenois.com/nos-marques/LACME
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/lme190_fiche-technique/original/lme190_fiche-technique.pdf?p=static_intranet
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