50 000 références en stock

Livraison 24h

» Consommables de chantier / Huile, graisse, dégrippant / Graisse /

3-EN-UN.

TECHNIQUE
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CARACTERISTIQUES TECHNIQUES

Résistance a la température minimum (en °C) -10

Résistance a la température maximum (en 250

OC)

Contenance 250 ml

Utilisation Pour conditions extrémes, trés longue durée.
Résiste a la chaleur et I'nhumidité, prévient
I'apparition de rouille et de corrosion.

Coloris Blanc

Usage en milieu industriel Oui

Usage en milieu alimentaire Non

Usage en milieu humide Oui

Usage en milieu sec Oui

Type de graisse Lithium

Spécificité

Ne coule pas.

CARACTERISTIQUES PRODUIT

Code article Trenois Decamps WDCO007
Référence fabricant 33083/390

33083/10
Marque WD-40
Conditionnement

Piece | carton - 12 piéces

Code douanier

Non renseigné

www.trenois.com

Graisse blanche au lithium | WDC007

» Voir la fiche technique

» Voir la fiche de sécurité


https://www.trenois.com/c/consommables-de-chantier-16881
www.trenois.com/c/huile-graisse-degrippant-16943/
https://www.trenois.com/c/huile-graisse-degrippant-16943/graisse-16947
https://www.trenois.com/p/graisse-blanche-au-lithium-7535#WDC007
https://www.trenois.com/nos-marques/WD40
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/wdc007_fiche-technique/original/wdc007_fiche-technique.pdf?p=static_intranet
https://amlxemqeqp.cloudimg.io/v7/https:/cdn.quable.com/trenois/wdc007_fiche-de-securite/original/wdc007_fiche-de-securite.pdf?p=static_intranet
http://www.tcpdf.org

